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GENERAL  DESCRIPTION: 

The  Commodore  B  128/256-80  is  a 
highly  advanced  business  computer. 
It  delivers  a  minimum  of  128K  of  User 
Memory  (RAM).  Other  new  features  in¬ 
clude  a  communications  interface 
and  a  dynamic  three  voice  music 
synthesizer.  The  B  128/256-80  can  ac¬ 
commodate  a  second  processor- 
creating  a  multi-processor  system. 
The  primary  language  is  an  im¬ 
proved  version  of  the  easy-to-use 
Commodore  BASIC  4.0. 
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SPECIFICATIONS 

MEMORY: 

•  128K  or  256  RAM  externally  expanded 
by  704K  totaling  960K 

FEATURES: 

•  Basic  4.0  + 

•  IEEE-488  bus. 

•  RS232-C  Interface 

•  8  Bit  User  Port 

•  80  column  x  25  line  screen  display 

•  Works  with  user  supplied  monitor 

•  6509  microprocessor 

•  Optional  future  processors  planned 
are  Z-80  for  CP/M®,  8088  for  CP/M-86®, 
MSDOS 

•  Direct  Audio/Video  Output 

•  Programmable  function  keys  and 
numeric  keyboard 

COMPATIBLE  WITH: 

•  Storage:  CBM  4040;  CBM  8050;  CBM 

8250;  D  9060;  D  9090 

•  Printers:  CBM  4022;  CBM  4023;  CBM 

6400;  CBM  8023;  CBM  8300 


CP/M®  and  CP/M  86®  are  registered  trademarks  of 
Digital  Research,  Inc 
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